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CONSTRUCT BACKUP WATER SYSTEM

A100
6

2'-0" 6'-0"

20
'-0

"

20'-0"

5" CONCRETE STOOP - 
SEE SITE  PLAN

7 5/8"

DOOR 1

STEEL GRATING 

4'-4 3/8" 10'-0"

4'
-4

 3
/8

"
10

'-0
"

STEEL LADDER

1 1/2"Ø STEEL
RAILING AND
GATE

FLOOR PLAN
1/4" = 1'-0"

2' 6" GATE

FIRE EXTINGUISHER
FURN BY OWNER
INSTALLED BY G.C. 

ELEV. 100'-0" = FFE 1351.30

A

B

A

B

PROVIDE CONCRETE SPLASH
BLOCK AT EACH DOWNSPOUT 

24 x 30 INTAKE LOUVER WITH 
LOW LEAK MOTORIZED INTAKE
DAMPER.  
E.C. TO WIRE IN PARALLEL 
WITH EXHAUST FAN SO DAMPER
OPEMS WHENEVER THE 
EXHAUST FAN IS ON.

SYNTHETIC POLYMER SHINGLES

(2) 3-0 x 7-0 HOLLOW 
METAL DOORS
AND FRAME

SECURITY LIGHTING

C.J.

C.J. C.J.

C.J.

WOOD TRIM

PREFINISHED GUTTER
AND DOWNSPOUT

WOOD TRIM

4"
7'

-0
"

EAST ELEVATION
1/4" = 1'-0"

SOUTH ELEVATION
1/4" = 1'-0"

WEST ELEVATION
1/4" = 1'-0"

NORTH ELEVATION
1/4" = 1'-0"

9 
1/

2"

SUMP PUMP  DISCHARGE

16" x 16"  WHITE
ACRYLIC PLASTIC
BUILDING SIGN.  
SECURE WITH S.S. 
EXPANSION ANCHORS
VERIFY  BLDG.
NUMBER AND
LOCATION W/ COR

BLDG
   ?

24 x 24 EXHAUST LOUVER
W/ DISCHARGE BACKDRAFT
DAMPER AND EXHAUST
FAN.  SEE SECTION B  
FOR DETAILS

 

GENERAL NOTES

   

7

12

COLD FORMED METAL
 ROOF TRUSSES @ 4'-0" O.C.

8" STRUCTURAL CLAY MASONRY 

6" CONCRETE  FLOOR

CONCRETE FOUNDATION
SEE STRUCTURAL 
DETAILS

1"  METAL DECK

2" COMPOSITE ROOF 
PANEL

SYNTHETIC POLYMER
 SHINGLES

8'
-4

"

1 1/2"Ø STEEL
RAILING AND GATE

3'
-6

"

16
'-0

"

1'
-8

"

1'-2" 10'-0" 1'-2"
1'-2" 10'-0" 1'-2"

18"ø x 22" DEEP SUMP

STEEL LADDER

1 1/2"Ø STEEL
RAILING AND
GATE

STL. BEAM BEYOND

HOIST BEAM - 
SEE STRUCT.
STENCIL CAPACITY
EACH SIDE

SECTION LOOKING WEST
1/4" = 1'-0"A

SECTION LOOKING NORTH
1/4" = 1'-0"B

30# FELT UNDERLAYMENT

2'-6"

EQ. EQ.

LIQUID APPLIED 
WATERPROOFING
VERT. FDN. WALL
FULL HT.

BENTONITE TUBE
WATERSTOP

BENTONITE 
WATERPROOFING
FABRIC 
COMPLETELY
SURROUNDING 
FOUNDATION

C

D

24 x 24 WPL

SHEET METAL 
TRANSITION 
BETWEEN FAN
HOUSING AND 
LOUVER

VIBRATION 
ISOLATOR ON
FAN OUTLET

EXHAUST FAN IN 
WALL BOX WITH
GRAVITY DISCHARGE
DAMPER AND REAR
GUARD.
SUSPEND FROM
TRUSSES

E.C. TO INSTALL 
REMOTE WALL
MOUNTED ROOM 
THERMOSTAT AND
WIRE TO OPERATE
EXHAUST FAN AND 
OPEN INTAKE
DAMPER WHENEVER
SPACE TEMP. IS
ABOVE SET POINT

PUMP PIT PLAN
1/4" = 1'-0"

SUMP

LADDER

1'
-2

"
10

'-0
"

1'
-2

"

1'-2" 10'-0" 1'-2"

1'
-0

"

1'-0"

EAVE DETAIL
3/4" = 1'-0"C

SYNTHETIC POLYMER 
SHINGLES 

METAL DRIP EDGE

PREFINISHED GUTTER

1 1/2 REDWOOD FASCIA 

1 
1/

2"

NOTE: REDWOOD TO
BE "CONST. HEART" GRADE

 

GABLE DETAIL
3/4" = 1'-0"D

SYNTHETIC POLYMER 
SHINGLES

FELT UNDERLAYMENT

1 1/2" REDWOOD TRIM

METAL DRIP EDGE

COMPOSITE ROOF PANEL   

  

SITE DIRECTORY SIGN
NO SCALEE

EXISTING SIGN 
FRAME AND
BUILDING PLAQUES

NEW BUILDING 
PLAQUE  AND 
GRAPHICS TO MATCH 
EXISTING PLAQUES

THIS SIGN LOCATED
AT ENTRANCE TO
ENGINEERING AREA
PARKING LOT

VERIFY BUILDING
NUMBER WITH
COR

COR = CONTRACTING OFFICER'S REPRESENTATIVE

VENTILATION SYSTEM  MATERIALS LIST
EXHAUST FAN:
EXHAUST FAN SHALL BE GREENHECK MODEL S1-16-428-B6, (OR EQUAL BY COOK, PENN OR OTHER), 
WALL- MOUNTED DIRECT DRIVEN PROPELLER FAN WITH 16" DIA. ALUMINUM PROPELLER, SQUARE 
STEEL VENTURI, 1/3 H.P., 115/60/1, 1160 RPM MOTOR, GRAVITY TYPE DISCHARGE DAMPER, AND 
FACTORY WALL MOUNTING SLEEVE  WITH REAR WIRE GUARD.  FAN SHALL BE AMCA AIR AND 
SOUND CERTIFIED, AND HAVE A MINIMUM CAPACITY OF 1500 CFM AT 0.25" WG ESP.

THERMOSTAT:
FURNISH A LINE VOLTAGE WALL MOUNTED THERMOSTAT WITH POSITIVE OFF POSITION, FOR 
INSTALLATION BY THE ELECTRICAL CONTRACTOR AND WIRE AS SHOWN ON THE PLANS SO THE 
EXHAUST FAN OPERATES AND INTAKE DAMPER OPENS ANYTIME THE SPACE TEMPERATURE IS 
ABOVE SET POINT.

WEATHER PROOF LOUVER:
STATIONARY WEATHERPROOF LOUVERS SHALL BE GREENHECK MODEL EDK-402 (OR EQUAL BY 
RUSKIN, AMERICAN WARMING & VENTILATING, PENN OR OTHER), WITH CONCEALED BLADE BRACES, 
BLADES SET AT 37 DEG. AND MINIMUM 12 GAUGE HEAVY DUTY ALUMINUM CONSTRUCTION WITH 
ALL JOINTS AND SEAMS WELDED.  FURNISH  THE  LOUVERS WITH  A KYNAR OR  EQUIVALENT, 
DARK BRONZE FINISH.  FURNISH WITH 1/2" SQUARE ALUMINUM BIRDSCREEN AND FLANGED TYPE 
FRAME FOR MOUNTING IN THE MASONRY WALLS.  LOUVERS SHALL BE AMCA AIR AND WATER 
CERTIFIED FOR NO WATER CARRYOVER AND A MAXIMUM OF 0.04" S.P. DROP AT 650 FPM FREE 
AREA VELOCITY. 

INTAKE DAMPER:
THE AIR INTAKE DAMPER SHALL BE LOW LEAK TYPE EQUAL TO GREENHECK “VCD-43" SERIES, (OR 
EQUAL BY PENN, RUSKIN OR OTHER), LOW LEAK OPPOSED BLADE DAMPER WITH EXTRUDED 
ALUMINUM FRAME, ALUMINUM AIRFOIL BLADES, CONCEALED LINKAGE, 1/2" CADMIUM PLATED 
EXTENDED STEEL OPERATOR SHAFTS, NEOPRENE RUBBER BLADE GASKETS, EXTRUDED 
ALUMINUM MOLDED NYLON SLEEVE TYPE BEARINGS AND STAINLESS SPRING STEEL SIDE SEALS.  
DAMPER SHALL LEAK NO MORE THAN 5.0 CFM PER SQUARE FOOT OF DAMPER AREA WITH 3" OF 
DIFFERENTIAL PRESSURE ACROSS THE DAMPER.  FURNISH THE DAMPER WITH A BELIMO NF-120S 
SERIES, (2) POSITION SPRING RETURN DAMPER ACTUATOR, 115/60/1, RATED FOR 60 IN-LBS OF 
TORQUE.  

ELECTRICAL CONTRACTOR SHALL WIRE THE DAMPER ACTUATOR IN PARALLEL WITH THE EXHAUST 
FAN SO THAT THE DAMPER IS OPEN ANY TIME THE FAN IS ON.

   

BLDG. LOCATION & ORIENTATION CHANGES 4-1-13 ISSUE DATE
6-20-2014


